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Rigid Arm 
WHEEL PULLERS 


Improved designs make these pullers 
easy to set up, quick-action, and sale 
in use. They have drop-forged, heat 
treated arms, correctly shaped to give maximum clearance, and at the same time, 


sufficient hook length and breadth to grip securely with maximum bearing on the 


gear or wheel being pulled. They, have strength beyond need, and their large, spe¬ 
cial steel forcing screws exert tremendous power. These screws are hardened at the 
point to prevent up-setting or flaring. 


STEELGRIP Gear and Wheel Pullers come in standard 2 and 3 arm styles. Arms are 


interchangeable. 


Standard 2 Arm STEELGRIP PULLERS 



STEELGRIP 2-ARM Pullers come in sizes to pull gears and 
wheels up to 18" in diameter at distances up to 22" from 
the end of a shaft. Arms are readily interchangeable with 
3-arm pullers. Most sizes have additional holes for ad¬ 



justment of "reach. 


NUMBER 

DIAMETER 

REACH 

DIAMETER 

SCREW 

LENGTH 

SCREW 

HOLE 

ADJUSTMENT 

LIST 

PRICE 

WEIGH 

1001 

6" 

3Va!' 

y 2 " 

6" 

1 hole 

$ 10.00 

21/2 

1001A 

6" 

5V 2" 

1/2" 

7" 

2 hole 

11.90 

3 

1002 

8" 

SVi" 

5 /s" 

8" 

1 hole 

20.00 

5 

1002A 

8" 

8V2" 

%" 

9" 

3 hole 

22.90 

8 

1003 

12" 

9" 

%" 

12" 

2 hole 

30.20 

11 

1003A 

12" 

1 5V2" 

3/ 4 " 

12" 

3 hole 

33.90 

14 

1003 Vi 

14" 

14" 

1" 

12" 

2 hole 

47.00 

23 

1003 1/2 A 

14" 

18" 

1" 

12" 

3 hole 

55.80 

27 

1004 

18" 

15>/2" 

VA" 

16" 

2 hole 

64.00 

40 

1004A 

18" 

22" 

1 1/4" 

! 

16" 

3 hole 

73.00 

45 
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C HAINGRin 

Universal I 
WHEEL PULLERS 


These pullers are ''universal" because : 1 

they are instantly adjustable for ” 

"reach" — can pull wheels either close 

to, or at considerable distance from, the end of the shaft. Universal too, because 
chains have regular chain hooks on one end (for spoked pulleys, etc.), and special 
close grip hooks on the other (for solid gears, sheaves, motor pulleys, pinions, bear¬ 
ings, etc.). The yoke which supports the heavy fprcing screw has..3 cretin slots that 
permit instant adjustment of chain length. 

List Chain Diameter Pull 

p r i ce Length Link Capacity Weight 

11 .00 No. 3 4 ft. 3/ 8 in. 7 tons 50 lbs. 44.00 

22.00 No. 4 5 ft. V 2 in. 12 tons 90 lbs. 55.00 

The No. 1 Chain Grip Puller is also widely used in refrigeration servicing. No service kit is complete without one. 


List 

Price 


Chain Diameter Pull 

Length Link Capacity 

18 in. V\t in. 1 ton 

3 ft. V 4 in. 3 tons 



Stendsrd 3 Arm STEELGRIP PULLERS 

Fast in action—just hook over the gear or wheel and tighten 

M 

the screw. Self-aligning and self-equalizing, they grip se- Jjjj^ 
curely and exert uniform pull. Drop-forged, heat treated 

4k 

arms are interchangeable with 2-arm pullers. Most arms 
are drilled for reach adjustment. 


NUMBER 

DIAMETER 

REACH 

DIAMETER 

SCREW 

—- 1 

LENGTH 

5CRZW 

HOLE 

ADJUSTMENT 

LIST 

PRICE 

WEIGHT ? j ^ 

1031 

6" 

314" 

V2" 

6" 

1 hols 

$14.50 

3 i / jj- m l 

1031A 

6" 

5V: 2 " 

v 2 " 

7" 

2 hole 

17.20 

4 / / j 7 / • 

1032 

8" 

5Vi" 

%" 

8" 

1 hole 

27.00 

7 y L / 

1032A 

8" 

8V2" 

%" 

9" 

3 hole 

31.30 

8V2 if / 

1033 

12" 

9" 

%" 

12" 

2 hole 

39.70 

15 (f ^ m 

1033A 

12" 

151/2" 

%" 

12" 

3 hole 

45.20 

19 L If 

1033 ? /2 

14" 

14" 

i" 

12" 

2 hole 

63.30 

34 % / 

1033 'A A 

14" 

18" 

i" 

12" 

3 hole 

76.40 

40 w 

1034 

18" 

15!/ 2 " 

114" 

16" 

2 hole 

84.00 

80 

1034A 

18" 

22" 

' VA" 

16" 

3 hole 

98.00 

100 


-BRAY & CO. 



















BEARING SEPARATORS—for quickly and easily 
"Splitting" and gripping double bearings, 
dose fitting gears, and small diameter pinions 
and sleeves. Used with standard 2-arm or 
No. 10 Puller. 

No. 950 up to 21 / 4 " OD.$ 6.40 

No. 951 up to 41 / 4 " OD. 17.CO 

No. 952 up to 53 / 4 " OD. 22.40 

No. 952-A up to 9" OD. 24.10 


ELECTRICAL BEARING PULLERS 

bearings and small gears. 

No. 13 up to 4" OD—3" 3 
No. 13-A up to 6" OD—5' 

No. 13-A special up to 6' 


tach.$ 7.30 

reach. 11.00 

OD—8" reach 14.60 


FAN PROPELLER PULLER—for pulling auto 
motive cooling fans, special gears and bear¬ 
ings. 

No. TL-18 31 / 4 " reach.$12.80 


TIMING GEAR PULLER—for timing gears, fan 
pulleys, crank shaft balancers, cam gears, 
and inside pulling jobs. 

No. 10 with Ul/ 2 " forcing screw.$ 6.40 


UNIVERSAL WHEEL HUB PULLERS—(3) arms 
movable to permit instant attachment to most 
standard automotive hub studs. 

No. H-50 complete with double ended 
striking wrench. $ 23.00 


INTERNAL PULLER—for pulling rear axle rods 
and bearings after axle is removed. 

No. 61 Armstrong-Bray Internal Puller 

complete with housing bar. $ 11.75 


PITMAN ARM PULLER—for Pitman arms, 
steering arms, gears, pulleys and bearings. 

No. P 48 Pitman Arm Puller.$ 9.20 


REFRIGERATION PULLER—No refrigerator re¬ 
pair man's kit is complete without one of 
these pullers. Arms can be rotated 90° for 
pulling spoked wheels. 

No. R-22 2-arm up to 6" OD—5" reach ..$ 10.00 
No. R-23 3-arm up to 6" OD—5" reach.... 14.50 

Note: See No. 1 Chaingrip Puller (preceding 
page) for chain type puller widely used 
for refrigeration service. 


OIL BURNER PULLER—a special puller for 
quickly removing oil burner blower. 

No. SH-40 2-arm, up to 7l/ 2 " OD—5" 

reach .$ 8.00 
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